Proscenium type theatre with house curtain

177 seats

With wings and rear section

9.09 m (W) x 5.15 m (d) x 2.34 m (h)

Floor Timber flooring on MS slotted angle
frame; 0.65m from auditorium level
Wing-to-wing 9Im(w) x 5.6m(d) x 2.34m(h)
Stage-right 3.55m(w) x 6.7m(l) x 2.34m(h)
Stage-left 2.2m(w) x 6.7m(l) x 2.34m(h)

Cross over space

14.9 m(I) x 1.2m(w) x 2.34m(h)

Proscenium opening

9.55m(w) x 2.4m(h)

House Curtain

Colour - Maroon velour
Operation - Motorized

Rear of the auditorium behind glass observation window

Lighting Console

Cantor (ADB make)

Power Pack

24 Dimmers of 2 kW each with
DMX control (ETC make)



ETC Source Four 19° 2

ETC Source Four 26° 2
ETC Source Four 15° - 30° 2
ETC Source Four Par 25° - 45° 2
ETC Source Four Fresnel 4
Canara Fresnel 1kw 4
Total 16

Note :- If additional Luminaires are required, the group/ performer may hire the same.

Specifications

230 Volt, 50 Hz, 1-Phase

440 Volt, 50 Hz, 3-Phase

Neutral grounded

CD Player (make SONY DVP-SR200P) 1

Stereo amplifier
(30 w + 30 w) RMS 1

2 loudspeakers permanently installed on the left and right side of the proscenium
opening.

Mixer (stereo) 5 channel 1




Microphones (corded) 5

Professional sound system as required for theatres/musicals are to be hired by the
producers

Two Rooms At Ground floor level
size 13.5sg.mand 17sg.m

Foyer
Size 158sq.m
Car Parking Basement & Open spaces available

on a first come first served basis



